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Electrical Connectior 


7 Connecting to supply 


Warning! First compare voltage specified 
on machine with the existing mains 
voltage. 


aut 


Fit special plug on foot-starter. After 
inserting the special combination plug 
for mains and starter connection in the 
machine, only then connect the mains 
plug with the socket and start the ma- 
chine by pressing lightly on the foot- 
board of the starter. 


| The container, which can be fitted on 
the free-arm, is used to house the foot 
starter with cable and the Bernina- 
Instruction manual. 


Warning! The special connecting cable 
may only be used for connecting Ber- 
nina sewing machines. 
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Light switch. By pressing switch the 
dazzle-free light can be switched on : 
and off. Pull out light cover sideways - 
to change the bulb. Press bulb up- 
wards, turn anti-clockwise and draw 
downwards. To insert bulb, turn it 
clockwise. 

Sewing lamp: 15 watts. 
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~ Winding of thread on bobbin 


inserting tne poppin 


Release handwheel: hold handwheel 
with the left hand. Release handwheel 
with the right hand by turning the knur- 
led screw. 


Place bobbin on winder spindle and 
press to the right. The winder ist then 
switched on. 


Draw thread from the reel clockwise 
round the pre-tensioning device and 
from there — as shown in the picture — 
take to the mounted bobbin. Start motor 
with the foot starter. 


When the bobbin is full, the winding 
process stops automatically. Switch off 
motor, remove bobbin and push winder 
spindle back to left. Then re-tighten 
knurled screw on handwheel. 


Insertion of bobbin into the bobbin case. 
When the bobbin is in the case make 
sure that the thread unwinds in the di- 
rection of the arrow. 


Draw thread through slot and then under 
tension spring. Do not hold the bobbin. 
The bobbin must turn in the direction 
of the arrow when unwinding. 


Insertion of the bobbin case into the 
hook. Raise needle to top position by 
turning the handwheel. As when remov- 
ing the bobbin case hold it by the hinged 
latch with thumb and forefinger of the § 
left hand. Hold bobbin case in such a 
way that the extension arm is directed * 
upwards and fits into the niche of the 
hook race cover. 

Check-up: Pull end of thread. 
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Changing the presser feet - 


Removing work. It is essential to bring 
the take-up lever (8) into its highest po- 
sition by use of the handwheel when 
sewing is finished. Raise presser foot by 
means of the lever at the back of the 
machine; this will release the top thread 
tension and the material can be removed 
easily by pulling to the rear. 


Thread cutter. The lever on the presser 
foot bar is made in such a way that it 
can be used as a thread cutter. This 
small device helps to save time, espe- 
cially when scissors are not close at 
hand. 


take 


Use the correct presser foot for each 
type of work. Only in this way will you 
achieve easy and perfect work. The pa- : 
tented Bernina presser foot clamping 
lever permits quick and easy changes. 
The Bernina principle: “Just clip it on!” 
The work is done in no time. 


| Raise presser foot by using lifting lever | 


Loosen clamping lever and release 
presser foot 


Fix the required presser foot on and 
push lever downwards. The presser foot 
is secured and the machine is ready for 


sewing. Only Bernina has this advan- 
tage. 
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Buttonholes 


Buttonhole 
foot 033 


Needle: 80—70 
Thread: 30 or 50 


For sewing a buttonhole, thread bottom 
cotton through hole in finger of bobbin 
case. 


Adjustment of the Buttonhole 


Two mechanical spring settings have 
been built-in for the buttonhole: one for 
zigzag 1,75 satin stitch for the beads 
of the buttonhole, the other for zigzag 
8-3'/2 width for the bar tacks at each 
end of the buttonhole. By turning the 
zigzag knob slightly the spring settings 
can easily be felt. 


Zigzag 1,75 (Spring setting) 


Needle Position: left 


The buttonhole satin stitch spacing can 
be accurately set-with the stitch length 
adjusting knob (19). 


Turn knob (19) clockwise to the right 
until it stops. The marking line on the 
knob is vertical (stitch length = 0). Then 
you can set the satin stitch spacing — 
depending on material and thread — by 
turning knob (19) to the eft. 


lt is best to check the satin stitch spac- 
ing on a piece of spare material before 
starting to sew. 


Sewing the Buttonhole 


Mark desired buttonhole length on ma- 
terial, Set the required buttonhole length 
with the guide on the buttonhole foot. 
Move needle downwards to foot level 
and check that needle comes to middie 
of foot opening. If not do one stitch, 
turning handwheel by hand. But never 
change zigzag or needle position. 


1. Satin Stitch: Sew first bead of button- 
hole to required length. Set needie 
in work in the middle of the foot. Lift 
foot. Turn work completely clock- 
wise. Lower foot again. 


i. Bar Tack: Lift needle out of work. 
Set zigzag to approx. 3 width (using 
spring setting). Hold work firmly. Sew 
stitches for bar tack. 


2. Satin Stitch: Lift needle out of work. 
Set zigzag back on to 1,75 (using 
spring setting) and sew satin stitch 
for second bead. 


2. Bar Tack: Lift needle out of work. 
Adjust zigzag again to width approx, 
3 (using spring setting). Hold work 
firmly. Sew stitches for bar tack. 


Finishing off: Set zigzag on 0 and sew a 
few stitches, still holding work firmly. 
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Darning 


Thread: 50 


oe 
Small = 
darning foot 285 ; 
Needle: 80-70 

@S 


Darning material 


Stitch width: 0 

Stitch length: ie) 

Drop feed control: center 
Needle position: lowered 


—_— 
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How to darn correctly 


Make the turning points of each row 
biunt or the stitching wil! draw little 
holes at the ends. Beginners may prefer 
the L or M movement. 


Take care not to get circles. 


The quick mastering of this work de- 

pends on regular guiding. 

Therefore: 

— Hold the hoop correctly. 

— Always work from left to right 
(as when writing). 

— Move work lengthways (not sideways) 
for selvedge and weftway. 


= 


A careful darn is done in 3 runs 
1. Weftway. 


2. Selvedgeway. (Not too dense or it 
becomes too thick around the hole. 


3. Same way as 2nd run but only over 
hole itself losing threads in 2nd run 
of stitching. 


Main faults when darning 


Frequent thread breaking — work guided 
irregularly. 


Poor stitch (looping on top) — work 
moved too quickly. 


When wrong side of work is “grainy” 
work moved too slowly. 


How to hold hoop correctly 


Not like this... 
this would produce irregular guiding 
with frequent thread breaks. 


... but like this. 
What is to be guided must be firmly: 
held. 


Thumb facing the frame (slightly bent) 
side of little finger to the frame. 
Starting position of the fingers as in 
the picture — opposite one another. 


Then pulled back a little. 


The frame is guided however by the 
__| outer fingers. 
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Cleaning and oiling 


Cleaning the machine. During sewing 
pieces of thread and fluff collect under ate 
the needle plate and around the hook. 
The cover plate of the free arm should 
be removed from time to time so that 
he sewing fluff can be cleaned away. 


£53 


Sed 


; Cleaning and oiling the hook. Remove 
bobbin case. With the forefinger of the 
right hand press latch to the left. The 
locking bridge together with the hook 
race cover can now be turned down. 


5 = a Fo a oo : 2 
3 Take off cover-plate from free-arm. - em 
Remove presser foot or needle, open | al ed 

hinged cover. Then hold the cover- | oy 


plate with the left hand and press the , 
release lever at the same time with 
the forefinger of the right hand. 


<u 


Pa 


Now the hook can be taken out and the 
hook race cleaned with a small brush 
and cotton duster. Never use hard tools 
such as screwdrivers and scissors for 
removing thread particles. 


!f the machine has ‘been standing in a 
cold room, it should be brought into a 
warm room about an hour before use, 
so that it can warm up to room tempera- 
ture and the oil in the bearings will 
again become fluid. 


After removing the cover, the feed dog 
is free and can then be properly 
cleaned as also can the lower side of 
the needle plate on the arm-cover. 


After cleaning pour a few drops of oil 
Into the shuttle race. Insert the shuttle 
again with the left hand. Lock the bridge 
together with the shuttle race cover, 
making sure that the spring snaps back 
into position. Test by turning the hand- 
wheel as a precautionary measure. Re- 
Place arm cover and re-screw tightly. 
When the bobbin case is inserted the 
hinged shuttle cover can be closed. 
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Subject to changes in design from those shown in text and illustrations. 


Address of my Bernina agency: 


77/4 E 390 092 030 
Printed in Switzerfand 
by E. Lépfe-Benz AG, Rorschach 
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